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WineCap system 
Service Center 

                 from field to your desktop… 
…everywhere you are 
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Architecture 

• Only HTTP protocol is used 

• No corporate firewall configuration required 

• No corporate routers (NAT) configuration required 

• No public IP SIM card required 

• No dynamic DNS required 

• The SOAP web-service interface allows direct data integration on the most 
common software and the developing of service web portals. 

• 24/7 Online 

• Accessible by the most common browsers, smartphones included 

• Supports data integration to third parties using SOAP webservice 
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Reliability 

• Located in a professional web farm 
 

• Microwave perimeter protection, CCTV cameras and 24H surveillance teams 
 

• Redundant network devices, switches, routers, servers and firewalls 
 

• Electrical system supported by 12 600 kVA UPS and four emergency fuel powered 
generators with autonomy up to 10 days 

 
• 24/7/365 monitored temperature environment 

 
• 24/7/365 network and server monitoring by software 

 
• Continuous software update and vulnerabilities test 
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Homepage 

• Simple and immediate effect graphic interface 
• Direct access to most used functions 
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• Whole plant status in one page 
• Clear overview of operation conditions 

Systems Index 
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WSN detail 

• Measure values, battery level and radio signal quality 
• Status filters available (warnings,offline,etc..) 
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Graphics 
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Events 
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Data export 


